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Raysun MVS-301/WG


3G/3.5G Mobile Surveillance System








Special surveillance Devices -15





Three modes available: Class-I, -II, -III, depend on mission complexity.


Endurable, compact housing with reinforced water-proof, searchlight camouflaged configuration.


Class-III integrated 3G/3.5G digital transmitting system, GPS location and RF transmission/remote control functions, the best solution for remote monitoring without distance limitation.


Small, impact “Portable Control/Record Suitcase”, easy for carrying & operation. Allow to control camera zoom in-out / pan-tilt / searchlight on-off as well as recording real-time.


”Magnetic Stabilized Mount” featured for image stabilization and quick installation on car or boat.





Class-I:


Mobile Set: Day-night zoom Camera ＋ Powerful Search Light ＋ Pan-tilt ＋ Endurable high compact Water-proof Housing integration.


Powerful Magnetic Stabilized Mount.


Portable Control/Record Suitcase with built-in mini DVR, HC SD card storage.


Class-II:


Class I ＋ 3W RF Wireless Transceiver Module (built in the Control/Record Suitcase) ＋ RF Wireless Remote Controller ＋ Wrist wireless A/V Receiver/DVR integrated system.





RF remote control





Controller





Vehicle installation





Boat installation





Portable Control/Record Suitcase (Class-I)





Tripod installation





(





With built-in 3W RF wireless transceiver module (Class-II)





WRD-3 wrist-wear wireless A/V Receiver/Recorder





Raysun MVS-301/WG (Glass-III)





Mobile set





Class II ＋ 3G/3.5G wireless digital transmission & GPS modules ＋ 4 channels wire/wireless Receiver (built in the Control/Record Suitcase) integrated system.


Built-in A/V receiver for cooperating with various individual portable hidden/spy cameras (Sunglass/Earphone/headphone/button types...etc.) ＋ transmitter to repeat/transmit multi-video & GPS location signals to the remote control center for monitoring & recording via 3G/3.5G telecom system without distance limitation.





( Specifications: Mobile Set 


Searchlight part�
�
Lamp bulb/ Luminance�
12V / 55W Halogen Lamp/200,000cd�
�
Angle of light projection�
Approx. 7∘(W), 5∘(H)�
�
CCD camera part�
�
Photo element �
1/4 Sony Super-HAD CCD�
�
Resolution�
480TV lines�
�
Effective pixel�
680,000�
�
Focal range�
3.5mm ~ 91mm / F1.6, Auto�
�
Magnification�
Optics:26X；digital:12X�
�
Pan/tilt and housing�
�
Pan (left/right)�
Approx. 355∘�
�
Tilt (up/down)�
Approx. 9∘(up), 17∘(down)�
�
Rotating speed�
31∘/sec.(fast), 20∘/sec.(slow)�
�
Waterproof level�
IP56�
�
Anti-vibration functions�
(1). Elec. image compensation function 


of CCD


(2). Anti-vibration platform�
�
Size�
Less than 240x220x260mm�
�
Weight�
Less than 7Kg�
�






( Specifications: Portable Control/Record Suitcase


Type�
Class-I�
Class-II�
Class-III�
�
Casing�
Suitcase type. highly intensive press-resistance, PP material／IP-56�
�
RF Tx/Rx 


module�
--�
Rx band: UHF


Tx band: 1.2G/2.4G


Output power: 2W�
�
Control


functions�
Pan/tilt: up/down, left/right�
�
�
Camera lens: focus & zoom in-out�
�
�
Light: ON/OFF�
�
�
Band switch: Mobile set camera/wireless receiving video�
�
Mini DVR�
2.4 inch monitor, SD HC card�
�
Dimension�
280(L) x 212(W) x 90(H)mm�
�
Weight�
Below 2Kg�
Below 2.5Kg�
�
GPS module�
--�
Yes�
�
3G/3.5G Tx module�
--�
Yes�
�
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Individual portable mini transmitter


0.5W: around 200M above


1W: around 500M above


3W: around 1000M above





Head-wear monitor


Volume adjustable


Viewing result: similar as viewing a 40 inches monitor from 2M away


Color pixels: approx. 230000





Wireless controller


Freq. band: UHF


Output power: 4W/1.5W (switchable)


Size: around 60x110x30mm


Weight: around 320g


Effective range: around 500M above





Wrist-wear A/V Receiver/Recorder


Rx freq./channel: 1.2G/8 channels


Monitor: 2.4 inch


Power: rechargeable battery


Memory: HC SD card


Weight: around 300g





Individual portable hidden/mini cameras


Sunglass type


Head-wear type


Earplug type


Button type


Or others





Optionally co-work with various hidden cameras + transmitter





System configuration diagram





RF





Optionally to cooperate with various wireless special inspection devices





GPS





STC-J10A/B





HTC-J16A/B





ETC-J14





BTC-J20





RF





Remote control





RF





FS-E2





FS-EVD





Mobile set





Controller





WRD-3 wrist-wear wireless A/V Receiver/Recorder





Portable Control/Record Suitcase (Class-III), built-in GPS receiving & 3G/3.5G video transmission modules





Control center











3G/3.5G





System server





3G mobile phone





3G/3.5G





PC internet monitoring





We reserve the right to vary, modify or improve any specification and/or design at any time without prior notice.
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